Dear Author,

Thank you for submitting your work to the Polymer Engineering & Science.

Polymer Engineering & Science has a completely digital submission, review, and production process.  We therefore ask for production-quality files at submission of your revised article.  This will speed the production and distribution of your work across a variety of print and electronic platforms.

If you don’t follow the simple guidelines given below, your submission will be returned to you for additional revision.  This will of course delay review and, in the event that your work is accepted, would delay publication. So we ask that you pay careful attention at this time and we thank you for your cooperation.

TEXT

Submit your text in DOC.  Do not embed figures or tables in this document; these should be submitted as separate files. 

TABLES

Tables should be created with a word processor and saved DOC format.  Do not embed tables in your text.

FIGURES

To ensure the highest print quality, your figures must be submitted in TIF format according to the following minimum resolutions:

· 1200 dpi (dots per inch) for black and white line art (simple bar graphs, charts, etc.)

· 300 dpi for halftones (black and white photographs)

· 600 dpi for combination halftones (photographs that also contain line art such as labeling or thin lines)

Vector-based figures (e.g. figures created in Adobe Illustrator) should be submitted in EPS format. 
COLOR FIGURES

In addition to the above resolution guidelines, color figures must be submitted in a CMYK colorspace.  Do not submit color figures as RGB.  

As is our policy, all color pages will be published gratis online.  The charge to authors for publishing color figures in print remains at $950 for the first page, $500 for pages 2-4, and $950 for each subsequent page

UNACCEPTABLE FIGURE FORMATS

Do not submit figures in any of the following formats: JPG, GIF, PSD, CRD, PCT, PPT, PDF, XLS, DOC, BMP, 123 (or other Lotus formats).  

